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FOR SIMPLIFIED PLANNING 


SIMPLEX 









PLAN-WE CONSTRUCT TO YOUR SPECS 

Custom-built units solve classroom visual board instal¬ 
lation problems completely. The new Simplex units are 
designed to reduce on-the-job construction. Framed 
and readied for installation before leaving the factory, 
they are easily put up in designated areas. One inch 
aluminum trim is lightweight, neat, expertly fitted. Sa¬ 
tin-smooth anodized finish never requires painting or 
refinishing. New type hangers make units simple to 
hang and re-hang as teaching requirements change. 
Variations in sizes and material are made to specifica¬ 
tions as submitted. 


t&eae maten,ial& 


VIDEOPLATE CHALKBOARD 
Excellent writing surface. Light¬ 
weight, shockproof, moisture- 
proof chalkboard base of lami¬ 
nated wood fiber. Velvety black 
or Litegreen. i/ 2 inch thick in 
lengths up to 12 feet, widths up 
to 4 feet. 




MAP RAIL 

Optional. Choose with or 
without cork insert. 
Molded nylon hooks slide 
freely on rail. 

ALUMINUM*TRIM 

Neat, anodized aluminum 
trim finishes all pre-fab 
units. 

CHALK TROUGH 

Reinforced anodized 
aluminum chalk trough 
at base of chalkboard or 
entire unit. 



Two Types of 
Tack Boards 


DUPLEX CORK 

Finest quality, linen finish com¬ 
pressed cork, 14 inch thick on % 
inch backing. Choose modern 
Litegreen, gray, or tan. Lengths 
up to 12 feet, widths up to 4 feet. 



New COLORTAK 

Supported vinyl 
textured fabric 
on 1/2 inch thick homasote tack- 
board backing. Choose gold, 
ivory, turquoise. Lengths up to 
12 feet, widths up to 4 feet. 




PEGBOARD 
Adds versatility to display areas. 
Holes are 9/32 inch diameter on 
1 inch straight centers. Neutral 
light green finish. % inch thick, 
lengths to 8 feet, widths to 4 feet. 

FURNISH PLANS AND 
MEASUREMENTS 

Length Height Color 

CHALKBOARD 

TACKBOARD 

PEGBOARD 


BECKLEY-CARDY 


COMPANY 


SLATOSTEEL CHALKBOARD 

New tougher-than-porcelain fin¬ 
ish on 20-gauge steel base. Mag¬ 
netized devices triple its service 
as chalkboard, bulletin board, 
and teaching aid. i / 2 inch thick 
in lengths up to 10 feet, widths 
up to 4 feet. Litegreen 
surface only. 
























































































STEEL CHALKBOARD 
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0 %it& t&e sievMutfonany *tetv 
fioncelain Mutiny, Aotnface 


Revolutionary in every way! Tough porcelain— 
rugged as steel can make it—exceeding P.E.I. 
standards. SlatoSteel’s color is permanent—writ¬ 
ing shows clearly, erases easily. 

SMOOTH WRITING -*--- 

Carefully prepared porcelain coating plus substantial steel mean a chalk¬ 
board that’s easy to write on—easy to keep clean. Carefully controlled 
spraying assures SlatoSteel a uniform surface with just the right bite 
for chalk. Washing will not affect the fired matte finish. 



DOUBLES 
AS A 
BULLETIN 
BOARD 





LIGHTWEIGHT 
EASIER 
TO HANDLE 


VERSATILE -—-— 

SlatoSteel gives the added advantages of “touch and see” learning to the 
classroom when used with magnetized letters or figures. This feature also 
facilitates posting papers, as on bulletin boards, when used with magne¬ 
tized posting devices. 

MORE DURABLE ---- 

Guaranteed for the life of the building, SlatoSteel has a porcelain coating 
that produces a velvety looking, yet flint-hard surface. To prove its abra¬ 
sion resistance, test it with a coin. The coin flecks without injury to the 
writing surface. A special adhesive holds absolute bond between the steel 
face and the backing sheet. 

LESS EXPENSIVE --- 

Because SlatoSteel needs only a 20 or 24 ga. cold rolled steel base, a 32 
square foot piece of SlatoSteel may be 40 to 48 lbs. lighter than porcelain 
enamel boards which require a heavy gauge, expensive metal sheet. Yet, 
because SlatoSteel is fired at 20% lower temperature than ordinary en¬ 
amelled chalkboards, there are no warpage or buckling conditions set up 
in the steel. SlatoSteel can be sawed and drilled on the job and can be 
installed without expensive wall construction. 



Slafo Steel 
it Sewy Jfo 
Vttttall 


ABOVE—Shows spot¬ 
ting cement on the 
block wall and chalk 
trough in place. 

RIGHT-Chalkboard 
in place. Workmen 
attaching Simplex 
Aluminum molding. 
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See Complete Specifications Next Page 


4 TYPES OF SLATOSTEEL 

UNMOUNTED SLATOSTEEL 

Ideal for mounting on present chalkboards or 

for laminating to own backing. 

% INCH BACKING 

The most popular and dependable backing for 
all types of chalkboard installations. Choice of 
Va inch hardboard with foil liner or 
!4 inch hardboard or plywood with 26 
gauge galvanealed liner 

V 2 INCH BACKING 

An alternative backing for permanent installa¬ 
tions—!/ 2 inch wood fiber panel 
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BECKLEY-CARDY CHALKBOARDS MEET EVERY 



TESTS OF WRITING SURFACE QUALITY 
BY INDEPENDENT LABORATORIES 


These comparative tests by an independ¬ 
ent laboratory show why you are right 
to specify Beckley-Cardy chalkboards: 

1. Writing and erasing qualities proved 
with both white and colored chalks. 

Clear writing, clean erasing, better visi¬ 
bility are assured. 

2. Resistance to discoloration by light 
and by cleaning plus resistance to abra¬ 
sion under severe conditions. 


j 

SLATOSTEEL 


Tough porcelain surface on steel. 
Magnetized devices double its serv¬ 
ice. Guaranteed for life of build¬ 
ing. Fired porcelain surface as¬ 
sures uniform writing. 


DISTINCTIVE 

FEATURES 


SLATOSTEEL 

t&e. HCCU 

p<nceicU*t Acctface: 

Carefully controlled spraying as¬ 
sures uniform surface with just the 
right bite for chalk—makes writ¬ 
ing show clearly, erase easily. Sla- 
toSteel allows important space to 
be used for displays or for touch- 
and-feel devices with the use of 
magnets—brings desired flexibility 
into the classroom. 


For years of wear without costly care. 

3. Resistance to cracking and checking 
under physical and mechanical condi¬ 
tions tested. 

Proved safe against exploding or pitting 
and peeling of the writing surface. 

4. Light reflection, glare, and uniformi¬ 
ty of color compared. 

Approved reflectance factor for restful, 
more cheerful classroom atmosphere. 

Additional tests continue to show that 
Beckley-Cardy chalkboards meet school 
needs and guarantee years of service un¬ 
der all conditions. 


BACKING 


INSTALLATION 


SIZES, WEIGHTS 
AND COLORS 

_ 


4 BECKLEY-CARDY COMPANY 


20 or 24 gauge rolled steel base 
bonded to % or 1/2 inch backing 
with or without metal liner. 


Install with cement furnished and 
nail through board into wall or 
studding. Needs no special grounds. 


14, or y% inch thick. Widths 8, 31/2 > 
4 ft.; lengths of 4, 5, 6, 7, 71 / 2 , 8, 9 
and 10 ft. Special sizes on request. 
Medium green, dark green, brown, 
blue, gray, black. Sq. ft. 2*/2 lbs. 



























































SPECIFICATION 


EXCELLENT CHALKBOARDS 

fa/icCcx. t&ic6&i and Concert UAcaxitup- tvxituty Acct^cu 


Careful, experienced Beckley-Cardy manu¬ 
facturing processes consistently produce a 
uniform close-grained writing surface that is 
harder and thicker.. The long wearing wash¬ 
able writing surface marks easier and erases 
cleaner. Various types of backing to which 
the surface is applied are available to meet 
regional requirements. 


Sec t£e cU^eneHce: 

Microscopic view of a 
chalk mark on two types 
of chalkboard magnified 
40 times. Chalkboards 
were set edge to edge 
for a continuous mark. 


THE SMOOTH, BECKLEY 
CARDY surface assures 
an unbroken chalk linef 
clear, but easy to erase. 



ROUGH, GRITTY 
SURFACE which 
gives a broken 
chalk line and re- 
duces visibility. 


V 


SLATEBESTOS 


VIDEOPLATE 


SLATOBOARD 


Indestructible and fire-resistant. 
Practically no coefficient of expan¬ 
sion, so can be used in all climates. 
Wear like slate. 


A versatile new chalkboard—light 
weight, shockproof, moisture- 
proofed. Slight coefficient of expan¬ 
sion. Use in any climate. 


New, low-cost, quality chalkboard 
—shockproof, moisture-proof sur¬ 
face will not chip, craze, or peel. 


Cement-asbestos composition 
formed into homogeneous, stone¬ 
like panels by hydraulic pressure. 


Install with cement furnished and 
nail through board into wall or stud¬ 
ding. No special wall construction. 


Wood fibers pressed into smooth, 
warp-proof panels under terrific hy¬ 
draulic pressure. 


Install by nailing through board 
into wall or studding. No special 
wall construction is necessary. 


Wood fibers pressed into smooth, 
warp-proof panels under terrific hy¬ 
draulic pressure. 


Nail through board into wall or 
studding. No special wall construc¬ 
tion is necessary. 


Slatebestos 3/16-inch thick. 
Widths 31/2 and 4 feet; lengths 6, 
y 7, and 8 feet. Velvety black or Lite¬ 
green.. Wt. per sq. ft. 21/2 lbs. 


l A or V2 inch thick. Widths 31/2 or 
4 ft.; lengths 6, 7, 8, 9, 10, 11 and 
12 ft. Velvety black or Litegreen. 
Wt. per sq. ft. 1/4, in., 1 l A lbs.; % 
inch, 21/2 lbs. 


*4 inch thick. Widths of 3V 2 and 4 
feet; lengths 5, 6, 7, 8, 9,10,11 and 
12 feet. Velvety black or Litegreen. 
Wt. per sq. ft. 1 lb. 
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COMPOSITION BOARDS 


SIMPLEX CORKBOARD without backing. Finest quality, linen 
finish compressed cork. Recommended for use on evenly finished 
walls, and ideal for installations which combine chalkboard and cork- 
board, where like 1 A inch thicknesses keep surfaces on same plane. 


PEERLESS CORKBOARD with backing. Same cork, except it is 
V 8 inch thick, mounted on % inch fiber backing to make V 2 inch 
thickness over all. Economical type of corkboard for installation 
on uneven surfaces such as rough plaster, cement block, etc. 


DUPLEX CORKBOARD with backing. Same superior cork as 
Simplex, but has M inch Masonite quarter board backing. Most 
satisfactory type of corkboard for installations on uneven surfaces. 
Especially recommended for cement block, etc., as the firm back¬ 
ing supports itself against the high points of uneven walls. 


r 


fZuattttf •dittctt 


* 

SIMPLEX 

PEERLESS 

DUPLEX 

THICKNESS 

*4 inch thick. No backing. 

i/j{ inch cork on % inch 
fiber backing; !/> inch 
overall thickness. 

14 inch cork on 14 inch 
Masonite quarter board; 

14 inch overall. 

INSTALLATION 

Suited for cementing on 
smooth, even walls. 

Fasten to studding or 
grounds. 

Fasten to studding or 
grounds. 

SIZES, WEIGHTS 
AND COLORS 

Widths to 6 feet; lengths 
to 85 feet. Wt. per sq. ft. - 
1/0 lb. 3 colors. 

Widths to 4 feet; lengths 
to 12 ft. Wt. per sq. ft. 

1 lb. 3 colors. 

Widths to 4 feet; lengths 
to 12 feet. Wt. per sq. ft. 

D(4 lbs. 3 colors. 


7^e66le 'petted 




DEFIANCE 

CHALLENGER 

CONTENDER 

THICKNESS 

t 

14 inch thick. No backing. 

Yu in. cork on % inch fiber 
backing; Y> inch overall 
thickness. 

14 inch cork on *4 inch 
Masonite quarter board; 

V 2 inch overall. 

INSTALLATION 

Suited for cementing on 
smooth, even walls. 

Fasten to studding or 
grounds. 

Fasten to studding or 
grounds. 

SIZES, WEIGHTS 
AND COLORS 

Widths to 4 ft. and lengths 
up to 12 ft. Wt. 1/2 lb. per 
sq. ft. Tan only. 

Widths up to 4 ft. and 
lengths up to 12 ft. Wt. 1 
lb. per sq. ft. Tan only. 

Widths up to 4 ft. and _ 
lengths up to 12 ft. Wt. v 
1*4 lbs. per sq. ft. Tan. 
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'Ptetitty Surfaced 


@ olon , * 7 vinyl 

TEXTURED TACKBOARD 

TOUGH PLIABLE SURFACE withstands rough treat¬ 
ment-cleans easily with soap and water. 

ATTRACTIVE COLORS add decoration as well as 
useful posting surfaces. 

Add pleasing color to the classroom with this 
newest functional tacking surface. When you 
^ install ColorTak, you install enduring beauty— 
* this supported vinyl textured fabric resists 
scuffs, tears, and stains. It cleans easily with 
soap and warm water. Backing is special bul¬ 
letin board material selected to take and hold 
tacks firmly. Mounts directly on wall, studding 
or grounds. Frame ColorTak with aluminum or 
other appropriate trim or choose . . . 

WRAP AROUND DESIGN 

Does not require trim. Especially suited for 
classrooms, hallways, offices, hospitals, or wher¬ 
ever extra wall space can be utilized. 



1 

%" COLORTAK 

14" COLORTAK 
WRAP AROUND 

m COLORTAK 

Vi COLORTAK 
WRAP AROUND 

gm | 

BACKING 

V4, inch thick 

Masonite quarter- 
board backing. 

*4 inch thick 
Masonite quarter 
board backing. 

i /2 inch thick 

Homasote board 
backing. 

'/o inch thick 

Homasote board 
backing. 

INSTALLATION 

Mount directly on 
wall, studding, or 
grounds. Frame 
with aluminum trim. 

Mount directly on 
wall, studding, or 
ground without 
trim. 

Mount directly on 
wall, studding, or 
grounds. Frame 
with aluminum trim. 

Mount directly on 
wall, studding, or j 

ground without 
trim. 

SIZES AND 
WEIGHTS 

Widths up to 4 ft. 
Lengths up to 12 ft. 
Wt. per sq. ft., 1 lb. 

Widths up to 4 ft. 
Lengths up to 12 ft. 
Wt. per sq. ft., 1 lb. 

Widths up to 4 ft. 
Lengths up to 12 ft. 

Wt. per sq. ft., V/-> lbs. 

Widths up to 4 ft. 
Lengths to 12 ft. 

Wt. sq. ft. li/ 2 lbs. 

COLORS 

> 

JHH 

SUNSET GOLD, COLONIAL IVORY, TURQUOISE 

Also 9 following decorator colors available on orders of 500 sq. ft. or more: 

Charcoal Gray Oriental Yellow Mocha Brown 

Aqua Shell Pink Willow Green 

Coral Cardinal Red Forest Green 
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Simplex 


ALUMINUM MOLDINGS 



No. 52. SIMPLEX CUP-IN ALUMINUM TRIM WITH 1 1/4 INCH RETURN. 


These modern-design aluminum moldings are recommended for their ease 
of installation. They are extremely lightweight, durable and sanitary. No 
special wall construction is required and any carpenter can install them. 
The anodized aluminum finish will not tarnish and stays new looking for 
the life of the building. No further finishing is required. All pieces are 
furnished ready to drill at time of installation to insure a perfect fit. 


SIMPLEX CUP-IN CHANNEL TRIM 

The open channel face allows fast, visible fastening to 
any wall, then a cover strip snaps in place to conceal all 
screws. 


For V 2 inch chalkboard top and ends and V 2 inch corkboard. 1 % inches wide, 1% 
inches deep. With clip-in strip. Weight: 2 lineal feet equal 1 lb. 


No. 52A. Trim as above without clip-in strip. 


No. 54. SIMPLEX CUP-IN ALUMINUM TRIM WITH 5/8 INCH RETURN. 

For x /4 inch chalkboard top and ends and V* inch corkboard. 1% inches wide, % 
inch deep. With clip-in strip. Weight: 2 lineal feet equal 1 lb. 

No. 54A. Trim as above without clip-in strip. 



No. 66. SIMPLEX CLIP-IN ALUMINUM CHALK TROUGH. For use with all types 
of trim. Molded ridges trap chalk dust. Weight: 1 lineal foot equals 1 lb. 




No. 69L. LEFT CLOSURE for 

No. 66 Chalk Trough. Wt. 12 oz. 

No. 69R. RIGHT CLOSURE for 

No. 66 Chalk Trough. Wt. 12 oz. 


No. 58. SIMPLEX ALUMINUM MULLION. 1 inch wide for covering joints 
between chalkboard and bulletin board. Weight: 3 lineal feet equal 1 lb. 

No. 30. STANDARD JOINING STRIP. For M inch board. “H m shaped 
wings cover chalkboard joints. Finished to match board. 3, 3^, and 4 ft. 
lengths. Weight: Per length 1 lb. 


No. 60L. LEFT PLATE for 

No. 66 Chalk Trough. Wt. 3 oz. 

No. 60R. RIGHT PLATE for 

No. 66 Chalk Trough. Wt. 3 oz. 


BECKLEY - CARDY COMPANY 
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ALUMINUM MOLDING 23e 

MAP AND DISPLAY RAIL Be 




NEW SIMPLEX CLIP-ON TRIM 

This newest aluminum molding provides a trim-line 
look to all chalkboard and corkboard areas. Concealed 
fastening is provided by wall clips installed on 16-inch 
centers onto which the molding snaps. 



No. 72. SIMPLEX CLIP-ON ALUMINUM TRIM WITH 3/4 INCH RETURN. 

For % chalkboard top and ends and for V 2 icnh cork. iy 2 inches wide. Weight: 2 
lineal feet equal 1 lb. 

No. 73. CONCEALED CLIP. 3 inches long. 

No. 74. SIMPLEX CLIP-ON ALUMINUM TRIM WITH 1/2 INCH RETURN. 

For V* inch chalkboard top and ends and for % inch cork. 1% inches wide. Weight: 2 
lineal feet equal 1 lb. 

No. 75. CONCEALED CLIP. 2 inches long. 



No. 76. SIMPLEX CLIP-ON ALUMINUM CHALK TROUGH No. 77. SIMPLEX CLIP-ON ALUMINUM CHALK TROUGH 

FOR 1/2 INCH BOARD. Weight: 1 lineal foot equals 1 lb. FOR 1/4 INCH BOARD. Weight: 1 lineal foot equals 1 lb. 

No. 73. CONCEALED CLIP. 3 inches long. No. 75 CONCEALED CLIP. 2 inches long. 



CHALK TROUGH CLOSURES 

Shaped closures for right and left sides provide neat, func¬ 
tional finish to chalk trough ends. Use this chalk trough and 
closures with any type of chalkboard trim. Wt. 12 oz. each. 

3 


No. 792L. Left closure for % inch chalk trough. 
No. 792R. Right closure for V 2 inch chalk trough. 
No. 794L. Left closure for % inch chalk trough. 
No. 794R. Right closure for ML inch chalk trough. 



PEERLESS MAP AND DISPLAY RAIL 

Over all width of rail is 1% in.; lengths 6, 
7, 8, 9, or 10 ft. Cork insert (specify color— 
tan, green or gray) is % in. thick by % in. 
wide. Installation screws and washers fur¬ 
nished. Rail available with or without cork 
insert, and with or without one hook for 
every 3 ft. of rail. Flag holder also avail¬ 
able. Both hooks and flag holders slide freely. 


BECKLEY - CARDY COMPANY 










































1 NO. 54 CLIP-IN 
HEAD AND JAM 
MOLDING 


NO. 52 
CUP-IN 
HEAD. AND JAMB 
MOLDING 


1/2" TACKBOARD 


1/4" TACKBOARD 


2 PEERLESS 
MAP RAIL 
AND HOOK 


4 NO. 58 

ONE-PIECE 

MULLION 


1/2" CHALKBOARD 
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DETAILS 
ACTUAL SIZE 


NO. 60 
PLATE FOR 
CLOSING 
CHALK 
TROUGH 


10 


BECKLEY - CARDY COMPANY 


NO. 69 
CHALK 
TROUGH 
CLOSURE 


c 
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NO. 74 

HEAD AND JAMB 
SNAP-ON 
MOLDING WITH 
NO. 75 CLIP 

<> NO. 30 CHALKBOARD 
JOINT AND MULLION 



ARCHITECTURAL DETAILS 


1 NO. 72 
HEAD AND JAMB 
SNAP-ON 
MOLDING 
WITH 

NO. 73 CLIP 





WORKING 

HEIGHTS 

CHALKBOARDS 

Distance from Floor 

TACKBOARD 

Distance from Floor 1 

BOTTOM 

TOP 

BOTTOM 

TOP 

KINDERGARTEN 

20" 

56" 

20" 

80" 

GRADES 1 - 3 

20", 24" 

56", 60" 

24" 

80" 

GRADES 4 • 6 

28", 30" 

K 

o 

K 

24", 30" 

80" 

GRADES 7•9 

32" 

80" 

32" 

80" 

GRADES 10-12 

36" 

84" 

36" 

102" I 

JR. SHOP OR LAB. 

32" 

80" 

32" 

80" 

SR. SHOP OR LAB. 

36" 

84" 

36" 

102" I 


PEERLESS 
MAP RAIL 
AND 

FLAG HOLDER 


1/2" TACKBOARD 


SPOTTING CEMENT 




3 

NO. 77 
SNAP-ON 
CHALK TROUGH 
WITH NO. 75 CLIP 
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ARCHITECTURAL SPECIFICATIONS 


FOR ON-THE-JOB INSTALLATIONS 


(1) MATERIALS 

(la) CHALKBOARDS—Chalkboards shall 

be ... 

1. y inch Lltegreen silicate surface 
SlatoSteel, 20 (or 24) gauge steel 
with porcelain enamel coating, fired 
at not over 1250°, bonded to hard- 
board (or plywood) with .001 inch 
aluminum foil liner securely lami¬ 
nated. (Also available with 26 gauge 
galvanealed liner) 

2. y 2 inch Litegreen silicate surface 
SlatoSteel, 20 (or 24) gauge steel 
with porcelain enamel coating, fired 
at not over 1250°, bonded to wood 
fiber backing. 

3. 3/16 inch Slatebestos, (Litegreen or 
black) combining 80% asbestos and 
20% cement under high pressure, 
with 2 coats chlorinated rubber seal¬ 
er on back and 1 on front, with 3 sur¬ 
face coats on front. 

4. y inch or V 2 inch Videoplate, (Lit&- 
green or black) made of ligno-cellu- 
lose plastic material of felted wood 
fibers and special plasticizing agents 
combined under high temperature 
and pressure, with 2 coats chlori¬ 
nated rubber sealer on back and 2 
surface coats on front. 

5. y inch Slatoboard, (Litegreen or 
black) made of ligno-celluiose plas¬ 
tic material of felted wood fibers 
and special plasticizing agents com¬ 
bined under high temperature and 
pressure. 

as manufactured by Beckley-Cardy Com¬ 
pany, Chicago, or its equivalent, meeting 
fully this manufacturer’s standards. 

All chalkboards shhll have surfaces true 
and smooth, free from defects. Joint edges 
shall be sharp and at 90 degree angle with 
top hanging edge. 

(lb) CEMENT—Cement shall be Beckley- 
Cardy Chalkboard Cement or equal. 

(lc) METAL CHALKBOARD JOINTS — 
Chalkboard joints shall be Simplex metal 
joining strips, finished same as chalkboard 
surface. All joints shall be without surface 
defects. 

(l d) METAL MOLDINGS —Moldings and 
chalk trough shall be Simplex aluminum, 
Clip-In or Snap-On with anodized finish, free 
from surface defects, as manufactured by 
Beckley-Cardy Company, Chicago, or its 
equivalent, meeting fully this manufacturer’s 
standard of quality. 

(le) TACKBOARDS—Tackboards shall be 


1. y inch Simplex Corkboard without 
backing, made of quality linen fin¬ 
ish compressed cork. 

2. y 2 inch Peerless Corkboard of y 8 inch 
cork on % inch fiber backing, made 
of quality linen finish compressed 
cork. 

3. y 2 inch Duplex Corkboard of y inch 
cork on y inch Masonite quarter 
board, made of quality linen finish 
compressed cork. 

4. y inch Defiance Corkboard without 
backing, made of quality pebble fin¬ 
ish cork. 

5. y 2 inch Challenger Corkboard of % 
inch cork on % inch fiber backing, 
made of quality pebble finish cork. 


6. y 2 inch Contender Corkboard of y 
inch cork on y inch Masonite quar¬ 
ter board, made of quality pebble 
finish cork. 

7. y inch Colortak board of y inch 
Masonite quarter board backing cov- 
vered with decorative vinyl textured 
fabric. 

8. y inch Colortak Wrap-around board 
of y inch Masonite quarter board 
backing covered on surface and sides 
with decorative vinyl textured fabric. 

9. y 2 inch Colortak board of y 2 inch 
homasote tackboard backing covered 
with decorative vinyl textured fabric. 

10. y 2 inch Colortak Wrap-around board 
of y 2 inch homasote tackboard back¬ 
ing covered on surface and sides with 
decorative vinyl textured fabric. 

(l f) DISPLAY RAILS—Display rails shall 
be Peerless map ami; display rail. Specify 
with or without cork insert and spring clip 
hooks, as manufactured by Beckley-Cardy 
Company, Chicago, or equivalent, meeting 
fully this manufacturer’s standard of quality. 

(lg) PEGBOARD—Pegboard shall be y 
inch thick, with neutral finish as furnished 
by Beckley-Cardy Company, Chicago, or its 
equivalent. 

(2) SIZES AND LENGTHS 

(2a) WIDTHS—All chalkboard widths 
(height from chalk trough to top) and bul¬ 
letin board widths shall be designated on 
the detailed drawings and schedules. 

(2b) CHALKBOARDS LENGTHS—All sec¬ 
tions of Slatebestos chalkboard up to 8 feet 
shhll be in one piece; all sections over 8 feet 
and up to 16 feet shall be in two pieces; 
longer sections shall be in multiples of 6, 
7, or 8 feet or fractions thereof, with joints 
symmetrically spaced and with no piece for 
filling out less than 3 feet in its horizontal 
dimension. For Videoplate and Slatoboard, 
lengths may be up to 12 feet; SlatoSteel 
lengths may be up to 10 feet. 

(2c) TACKBOARD LENGTHS—A 1 1 sec¬ 
tions of tackboard up to 12 feet shall be in 
one piece except Simplex which may be in 
lengths up to 75 feet without joints. 

(2d) PEGBOARD LENGTHS—All sections 
of pegboard up to 8 feet shall be in one piece; 
longer sections shall be in even multiples 
with joints symmetrically spaced. 

(3) STORING 

All chalkboard and bulletin board material 
shall be properly stored and protected at 
the building site. 

(4) ERECTION 

(4a) Setting, leveling, and cutting of 
chalkboard shall be in accordance with 
manufacturer’s recommendations. 

(4b) Chalkboard, bulletin boards, and 
display rail shall not be set until plaster is 
completely dry. 

(4c) Surfaces shall be plumb and in true 
plane with y 8 inch clearance at top and y 8 
inch at bottom and ends of the spaces. 

(4d) CHALKBOARDS—Chalkboard panels 
shall be secured to the wall with horizontal 
rows of spotting cement 6 inches from all 
joints. Cement shall be applied to the plas¬ 
ter in globules about the size of an egg. 
The top and bottom rows shall be from 10 
to 12 inches from the board edge and from 
12 to 16 inches on centers horizontally. The 
spots of the middle horizontal row shall 
stagger centrally between the spots of the 
top and bottom rows. The boards shall be 
firmly pressed in position over the cement 
and leveled plumb and true. 
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<4e) Top edge of chalkboards shall then 
be hung with 4D finish nails on 16 inch cen¬ 
ters y 8 inch from top edge. Bottom and ends 
shall not be nailed. 

(4f) Two or more chalkboard panels shall 
be joined with Simplex metal joining strip. 
After affixing joint to first chalkboard panel, 
free side of the joining strip shall be nailed 
at top, center and bottom. Spotting and nail¬ 
ing each of the successive panels shall be 
continued. Chalkboard and tackboard joints 
shall be covered with mullion or map rail as 
designated. Sufficient pressure shall be main¬ 
tained for at least 48 hours to assure thor¬ 
ough adhesion without springiness for the 
entire surface. 

(4g) METAL MOLDINGS—All chalkboards 
and bulletin boards shall be set with edges 
adequately covered by molding. Trim and 
chalk trough shall be attached by screws 
according to manufacturers instructions. 

(5) CLEANING AND BREAKING IN 

(5a) Contractor shall clean all chalkboard 
and bulletin board surfaces. Any varnish or 
other finish appearing on these surfaces shall 
be removed and the surface reflnished or 
new boards erected by the chalkboard con¬ 
tractor at the painting contractor’s expense. 

(5b) After cleaning, chalkboards shall be 
properly broken in according to the chalk¬ 
board manufacturer’s instructions supplied. 

(5c) In each room, where directed by the 
architect, permanently fasten the plate fur¬ 
nished by the chalkboard manufacturer giv¬ 
ing directions for the care of chalkboard. 


FOR CUSTOM-MADE UNITS 


Furnish to attach to the wall custom-made 
units in such places as designated by the 
architect. 

Chalkboard areas shall be Litegreen (or 
black) y 2 inch Videoplate, or Litegreen y 
inch SlatoSteel. Bulletin board areas shall be 
y 2 inch Duplex, tan (green or gray). Peg- 
board areas shall be pegboard with 9/32 per¬ 
forations with 1 inch straight centers. Units 
shall be framed in 1 inch anodized aluminum 
trim with sections joined by mullion, joining 
strips, or map rail. Chalk trough under en¬ 
tire unit or under chalkboard only. Overall 
length may be up to 12 feet. 

All above specified and shown on plans 
submitted. To be as manufactured by Beck¬ 
ley-Cardy Company, Chicago or its equiva¬ 
lent, meeting fully this manufacturer's stand¬ 
ards of quality. 


r- 

WARRANTY 

All Beckley-Cardy chalkboards are fully 
guaranteed against defective materials 
and workmanship. Defective boards will 
be replaced or the complaint otherwise 
adjusted to satisfaction of purchaser. 


YOUR SAMPLE PORTFOLIO 



This kit is prepared with reference and testing 
material cut from actual stock. 

The portfolio will fit 
your standard file and 
is keyed in accordance 
with the Architectural 
filing system. Write 
for your handy chalk¬ 
board and tackboard 
kit today. 


CATALOG 

260S 


Ask for complete Catalog No. 260S describing 
Supertex shades custom-built for institutional 
requirements. Cloth samples and architectural 
specs are furnished on request. A complete line 
of school seating is also included. 
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